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Figure 1: Our proposed color-multiplexing strategy for OLAT captures provides optimal alignment and allows sharper rendering
results compared to traditional OLAT capture methods with tracking frames.

ABSTRACT
Wepresent two color-multiplexed illumination sequences for optimally-
aligned one-light-at-a-time (OLAT) captures. We leverage color-
multiplexing strategies to embed tracking frames within the OLAT
photographs to correct for subject motion. Our method allows bet-
ter motion estimation via optical flow than traditional methods,
which interleaves tracking frames between OLATs. Comparison
between rendered results and user study on comfortability both
demonstrate that color-multiplexed sequences give better-aligned
OLATs and aremore comfortable for the subject during data capture.
Our proposed sequences can replace traditional OLAT sequences
for better data acquisition, which would benefit both light-stage
rendering results and any state-of-the-art relighting methods that
are trained on OLAT-generated data.

CCS CONCEPTS
• Computing methodologies→ Image-based rendering; Com-
putational photography.
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1 INTRODUCTION
One-light-at-a-time (OLAT) images are the most common image-
based reflectance representation for high-quality subject rendering.
More and more advanced light stages have been built to either
efficiently capture a large dataset of OLAT sequences or predict
OLAT images with similar illumination sequences [Bi et al. 2021;
Meka et al. 2019; Sun et al. 2019]. The ability to capture high-quality
OLATs is now essential for subject relighting research and the
dataset of OLAT images also drives most of the state-of-the-art
photo-realistic subject relighting work.

However, even though current high end light stages can cap-
ture up to 90 fps, photographing the subject under hundreds of
OLAT patterns in a couple of seconds, subjection motion during the
capture still cannot be avoided. Failure to address subject motion be-
tween the OLAT images results in a sub-optimal reflectance model
and will hinder the quality of both the directly rendered images and
any subsequent deep-learning based relighting model that is based
on the OLAT images. This issue is even more severe with lower-end
capture setups where cameras capture at a lower frequency [Lin
et al. 2024; Schreiber et al. 2022] where subject motion is more
prominent.

While optical-flow techniques have been used to address subject
motion by attempting to align OLAT images with the estimated
optical-flow field, the optical-flow field cannot be reliably estimated
between images under different illumination (i.e. between OLAT
images). As a result, most OLAT captures rely on inserting tracking
frames regularly between OLAT images to compute the optical flow.
The optical-flow field for the OLAT images is then estimated by
interpolating the optical-flow field between the tracking frames.
This, however, introduces errors as the subject motion between
the tracking frames is rarely linear. This issue is often addressed
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by optimizing a deep neural architecture with appropriate loss
functions that deal with misalignment between images [Lin et al.
2024; Meka et al. 2019; Schreiber et al. 2022].

Instead of relying on optimizing a deep learning problem, this
work aims to resolve the issue of subject motion and misalignment
by exploring a different approach to OLAT illumination. Specifi-
cally, we explore the use of color-multiplexing to embed tracking
frames within the OLAT illumination for optical flow computa-
tion. This strategy allows direct estimation of optical flow between
OLAT images without requiring any interpolation of the optical-
flow field. We present two designs (‘additive color-plex’ and ‘neg-
ative color-plex’) of color-multiplexed OLAT capture sequences
and perform comparisons between the two designs and traditional
sequences with interleaving tracking frames. Our results show that
color-multiplexed OLAT sequences outperform traditional OLAT
sequences, while also being more comfortable to the subject under
high frequencies.

To summarize, this work presents:

• Two color-multiplexed OLAT capture sequence that allows
optimal alignment between OLAT images.

• A comparison between color-multiplexed sequences and
traditional sequences with tracking frames showing visible
differences between the rendered quality.

• A user study showing preference towards color-multiplexed
sequences in terms of comfortability for captures under a
high frame rate.

Our study shows that color-multiplexed OLAT sequences out-
perform traditional tracking-frame OLAT sequences in general,
and can be used to replace traditional tracking-frame sequences to
capture better-quality OLAT data under most illumination setups.

2 RELATEDWORK
Most state-of-the-art subject reflectance models use one-light-at-a-
time (OLAT) images as an image-based representation of reflectance.
OLAT images are most commonly captured using a light stage
[Debevec et al. 2000], by capturing a series of images of a subject
lit by each single light source of the light stage independently.
One problem with capturing multiple images of a subject is that
the subject will inevitably move during the capture, affecting the
quality of the OLAT reflectance representation. This issue is mainly
solved by inserting fully-lit (FULLON) tracking frames between
the OLAT captures to account for movement by using either face
tracking [Wu et al. 2018] or optical-flow [Anderson et al. 2016].
Researchers have reported inserting tracking frames every 10 [Meka
et al. 2020] or 11 OLAT images [Meka et al. 2019; Sun et al. 2019]
with 60fps high-speed cameras, and even having tracking frames
inserted every 3 frames with 90fps high-speed cameras [Bi et al.
2021; Saito et al. 2024].

While estimatingmovementwith the interleaved tracking frames
accounts for the subject movement to some extent, movement be-
tween the OLAT images still is not directly measured. This affects
the quality of the attainable reflectance model. While joint optical-
flow methods have been proposed to align complementary illu-
minated photographs [Wilson et al. 2010], most work in OLAT

captures addresses this issue by designing deep neural architec-
tures with appropriate loss functions that are robust to misalign-
ments. Meka et al [2019] proposed a slide-pooling loss to account
for slight translations within patches of two images, while Lin et al
[2024] used a misalignment-aware perceptual loss to address mis-
alignments restricted in a local area. These works, however, adopt
the standard capturing sequence of interleaving FULLON tracking
frames between OLAT captures, without investigating alternative
illumination sequences that offer better alignment between OLATs.
Yang et al [2023] added ambient constant background lighting to
their lighting patterns to eliminate the need for tracking frames,
however, their method still requires proper design of a neural net-
work that learns to disentangle the ambient lighting from the OLAT
images. To the best of our knowledge, no work has attempted to
design an optimal OLAT capture sequence that directly leads to
optimal alignment between OLAT images.

On the other hand, other works in structured illumination and
photometric stereo have investigated color-multiplexing strategies.
Hernandez et al [2007] used 3 different colored LEDs and extracted
the 3 color channels of the captured photograph to compute the
normal and track a moving un-textured surface. Similarly, Gotardo
et al [2015] used 9 colored lights to attain high-frequency dynamic
3D reconstruction. They eliminated the need for tracking frames
by relighting the input images based on known surface normal to
create frames lit under similar illumination for estimating optical
flow. Other work has also used color-multiplexing methods to re-
duce the required illumination patterns to capture SVBRDF [Fyffe
2009; Kampouris et al. 2018].

Inspired by these works, we investigate color-multiplexing meth-
ods that allow us to efficiently capture OLAT images while negating
the need for interleaving FULLON tracking frames. By aligning
OLAT images without interpolating movement between tracking
frames we also obtain better quality alignment that was otherwise
not achievable.

3 COLOR MULTIPLEXED OLAT SEQUENCE
Consider an OLAT illumination sequence for a lighting apparatus
with N unit lightings, with the =C� light producing a Dirac delta il-
lumination centered around ®l= . The OLAT sequence would require
a minimum amount of N captures:

$!�) (=) = X ( ®l=)� 1 ≤ = ≤ # (1)

where $!�) (=) denotes the environmental illumination of the
=C� OLAT pattern. Additionally, tracking frames are often inter-
leaved between OLAT images for alignment, a typical illumination
for tracking frames is the FULLON illumination:

�*!!$# =

#Õ
==1

X ( ®l=) (2)

.
This popular method, however, does not directly track the move-

ment between the OLAT images since no available tracking frames
are present in the OLAT images. Movement in the OLAT images
has to be estimated by interpolating the computed optical flow of
the tracking frames.
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On the other hand, color-multiplexed illumination can be used to
encode di�erent illumination patterns into separate color channels.
This allows us to insert a tracking frame directly into an OLAT
image. For a lighting device capable of producing the three primary
colors (R, G, B), assuming the RGB camera observes each of the
three primary colors separately without cross-talks, the captured
RGB photograph can observe up to 3 di�erent illumination patterns
in a single photograph.

In practice, however, RGB cameras do not observe the primary
colors without cross-talks. The speci�c spectral characteristics of
the capturing apparatus should be taken into consideration. For ex-
ample, we observe non-trivial cross-talk between the red and green
channels, with less cross-talk to the blue channel given our cam-
eras and illumination setup. Thus, Our color-multiplexed sequences
have color channels chosen accordingly to minimize cross-talks for
our capturing apparatus.

3.1 Additive Color-Plexed OLATs
Designing a color multiplexed OLAT sequence can be quite straight-
forward. An implementation of adding the tracking frame in the
blue channel will look like this:

$!�) '� ¹=º =

8>>><

>>>
:

' : X¹ ®l =º

� : X¹ ®l =º

� : �* !!$#

• 1 � = � # (3)

This allows us to obtain a set of directly aligned OLAT images
under the red and green channels, a similar pattern can then be
used to obtain aligned OLAT images under the blue channel:

$!�) � ¹=º =

8>>><

>>>
:

' : �* !!$#

� : �* !!$#

� : X¹ ®l =º

• 1 � = � # (4)

We term the sequence that is made up of$!�) '� and$!�) �
the additive color-plexed OLAT sequence, the di�erence between
this sequence and a standard OLAT sequence with tracking frames
is illustrated in Figure 2.
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Figure 2: Illustrating the color-multiplexed OLAT capture
sequence. Top row: traditional OLAT sequence with multi-
ple tracking frames. Bottom row: color-multiplexed OLAT
sequence using di�erent color channels (switching between
red+green/blue for every image) for tracking.
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Figure 3: Illustration of the tracking and OLAT generation
with additive color-multiplexed OLAT sequence. Only one
tracking frame is required up front, in constrast to tradi-
tional FULLON tracking methods requiring multiple track-
ing frames.

The color-plexed OLAT photographs can all be aligned to a white
FULLON tracking frame, and then by extracting the OLAT color
channels we obtain the desired RGB OLAT images:

$!�) ¹=º =

8>>><

>>>
:

' : $!�) '� ¹=º»' ¼

� : $!�) '� ¹=º»� ¼

� : $!�) � ¹=º»� ¼

• 1 � = � # (5)

This process is further illustrated in Figure 3.

3.2 Negative Color-Plexed OLATs
While additive color-plexed OLAT sequence provides tracking frames
with constant illumination, it signi�cantly increases the number
of captures. To obtain an OLAT sequence of# images, an addi-
tive color-plexed OLAT sequence requires2# ¸ 1 photographs in
total. The longer capture sequence is undesirable and may cause
the subject to move more during the capture. To resolve this issue,
we can design another color-plexed strategy by leveraging the fact
that optical-�ow algorithms still work su�ciently well under slight
changes in illumination. By allowing the tracking frame to have
slight illumination variations we can design a negative color-plexed
OLAT sequence as follows:

$!�) # �� ¹=º =

8>>><
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Figure 4: Illustration of the tracking and OLAT generation with negative color-multiplexed OLAT sequence. No explicit white
tracking frame is required for this strategy. A FULLON blue image is computed by summing up all the blue channels of the
OLAT sequence, then dividing by # � 1 (# is the total number of the OLATs). Each OLAT image's blue channel can then be
computed by subtracting the blue channel of the negative color-plexed OLAT from the FULLON blue image.

We term this a negative color-plexed OLAT sequence since the
tracking frame (in our case the blue channel) contains a FULLON
illumination subtracted by the target OLAT illumination. The slight
variation in illumination will not a�ect the quality of image align-
ment, while at the same time providing information on the OLAT
images' blue channel. To compute the OLAT blue channels we �rst
compute the FULLON blue image:

�* !!$# »� ¼=
1

# � 1

#Õ

==1

$!�) # �� ¹=º»� ¼ (7)

then we can estimate$!�) ¹=º as follows:
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(8)
The required photographs to capture a negative color-plexed

OLAT sequence with# OLATs are# . An illustration of this se-
quence as well as the method of extracting the desired OLAT image
is shown in Figure 4.

4 EXPERIMENTS
To evaluate the proposed color-plex patterns, we capture 7 subjects
under the 32 OLAT basis used by [Lin et al. 2024] with color-plexed
sequences and FULLON tracking sequences. We �nd that using the
capture setup in [Lin et al. 2024] for color-multiplexing introduces
a color shift in the synthesized OLAT images, which we correct

by computing a color correction matrix per color-multiplexed se-
quence with a colorchart. For the additive color-plex sequence, we
capture 2 sequences with the same patterns but arranged in a di�er-
ent order, the �rst interleaving$!�) '� and$!�) � patterns (add.
color-plex (A)), and the second placing all$!�) '� patterns before
the$!�) � patterns (add. color-plex (B)). We also capture a white
FULLON image at the beginning of each sequence to serve as a
reference for our evaluation.

We capture four traditional OLAT sequences with FULLON track-
ing frames for comparison, the tracking frame is inserted between
every 1, 2, 4, and 11 OLATs respectively for these sequences. Table
1 summarizes the number of required photographs and whether
OLAT images can be directly aligned for each capture sequence.
Note that increasing the frequency of the tracking frame to one
every OLAT capture (the highest frequency possible) would re-
quire the same amount of photographs as the additive color-plex
method, while still not being able to provide direct alignment be-
tween OLATs.

4.1 OLAT Alignment
To evaluate the quality of OLAT image alignment, we render a
FULLON image by summing up the aligned OLAT basis images
for each capture sequence, then compare the rendered image to
the reference FULLON image that the OLAT images are aligned
to. Figure 5 shows an example of the rendered FULLON image and
the per-pixel di�erence image of a subject captured under di�erent
OLAT sequences. The 3 color-plexed patterns create the sharpest
detailed rendering as the OLAT images are well aligned. In contrast,
FULLON images rendered with OLATs aligned with interleaved
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